	
JUNE 1977.
DORSET AUSTIN 7 CLUB

Secretarial. June being the start of the rally season proper I have listed below forthcoming events for this month & next which seem interesting for the 7 owner. Please try and support as many as possible-especially showing the flag at the Breamore House Rally at which we are organising a separate display of 7s.  Help will also be needed on the
Day. Please contact me, if you can.
Please also make a note in your diaries AUGUST 21st - The Wimborne & Ferndown Round Tables are organising an Air Day at Canford
Magna. It includes sky divers, hot air balloons, stunt flying, and various other events. We have been asked to organise a Vintage & Classic Car Display on site! It sounds an extremely exciting day with also the added incentive of helping the club.
(Bernard typed the first two paragraphs, but his progress was so slow I took pity on him and took over. JC.)

The weekend near Swanage is still possibly going ahead. It is on the 18- 19th June - contact John Page, Christchurch 73207, for details. If it’s cancelled, we will have a road run on Sunday 19th June - I will add separate details if this is going ahead.

I hope to have a few more entry forms for Beaulieu Rally on Clubnight. Anyone who would like to go in convoy please let me know.

There is no "Spotlight On" this month as nobody has given me details about themselves!

Next Club Night  16th June Meet at Nags Head, Ringwood. Road run to Sir Walter Tyrell near Rufus Stone, Cadnam, with possibly a treasure hunt thrown in for good measure. Please try to get to the Nags Head by 8 pm for 8.30 departure.

18th/19th June 	Dorset Austin 7 Club weekend at Swanage (see above).
25th June		Ferndown Jubilee Pally. I have forms. Closing date
for entries 11th June - late entries might be acceptable. Event Sec. Mrs. C. A. Rennison, 11 Telford Road, Ferndown Industrial Estate, Wimborne.
2nd July		Beaulieu Barbeque at Ower. Solent A7 Club.
3rd July		750 MC Beaulieu Rally.
10th July		Breamore Rally - I have entry forms. We hope to
arrange three classes for 7s with small prizes: (a) up to 1930 (b) 1930 - 1934 (c) Rubys 1934 - 1939.
17th July	Pageant of Motoring, Lingfield Park Race Course.
23/24th July	Netley Marsh Steam Rally - Separate A7 Rally organised by Solent Austin 7 Club. Entry forms hopefully, soon.
14th August	Bristol A7 Club Longleat Rally.
21st August	Air Show Canford Magna, see above.

SALES AND WANTS
Possibly still for sale crankcase, various internals, gearbox, fuel tank and other odds and ends. Geoff Purkiss, Parkstone 743110
Overleaf is the first part of How to Overhaul your Rear Axle.
It is from the Austin Service Journal March/April 1931. For those of you with Rubys, the design of the axle is very similar.
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RENEWING AXLE BEVELS
~ AND CROWN WHEELS

O f{it new crown wheels and bevel pinions to all Austin Cars, it is first of all
necessary to remove the axle from the car. The following instructions, which
cover the complete series of operations from the time the work is started until it is
completed, are split up into a series of articles, each dealing with a separate type of
car, and will appear in consecutive numbers of the Journal.

AUSTIN SEVEN

First disconnect the propellor shaft and rear universal joint socket, by knocking back
the locking plates and undoing the four nuts which hold the socket on to the bevel
pinion flange. Next, uncouple the torque tube ball joint from its anchorage on the
rear cross member, by knocking back the tang of the locking plate and removing
the seating nut (BP6g) and the locknut (BP71). When seating the nut is removed,
take care that the seating (BP75), and its distance piece (BP76), are not dropped out
and lost. The torque tube may now be swung clear of the anchorage.

Before any further dismantling is done, jack up the car and support it under the
frame members with blocks of wood, so that there is no weight on the axle.

Take off the rear wheels and remove the shock absorber links from the spring pins
(BR58), after removing the nut on the end of the pin. The brake cables are next
removed. This is easily done by removing the nuts and bolts (BN32 and 33) and
sliding off the end caps (BN31). . '
Remove the cotters holding the spring pins
and then tap out the pins themselves. These
sometimes prove rather stubborn, in which
case, remove the hubs and tap out the pins
from inside

The axle may now be taken away from the
rear of the car.

When the axle is removed from the car, first
drain out the oil, and hold the axle in a vice
(see diagram).

Commence dismantling by removing the hubs,
hub bearings, felt housings and brake shoes.

the taper ends of the axle shafts.

When these have been removed, knock back
the lockwashers and undo the six setscrews, or
in the case of older type axles, the six nuts,
holding the nearside axle case to the axle case
centre. The former may now be removed and _
the differential assembly together with the
two axle shafts, withdrawn from the casing.





